
Min Average Max Conditions
Trackpad Size 55 mm x 65 mm
Weight 0.41kg
Mouse Buttons Inputs 2 debounced active low switch inputs are provided on 

the connector
Resolution 170+/-10% 153DPI 170DPI 187DPI
Max. Tracking Speed 250 cm/s
Linearity +10% +10%
Interface Protocol USB
Supply Voltage 5VDC +/-10% 4.5V 5V 5.5V white noise
Supply Ripple 100 mV rms Vcc = 5V
Power Consumption 7mA 10mA IEC801-2
Operating Temperature 0°C +50°C
Storage Temperature -40°C +70°C Non-condensing
Relative Humidity 5% 95%
Static Load 9.8N 2.5N
Tapping 1 million cycles 0.5N
Abrasion 1 million cycles
Dimensions 483.4±1.0 mm (19.03") (W) x 372.0±1.0 mm (14.64") (D) 

x 44±1.0 mm (1.73") (H)

AX7042KB
1U Keyboard Drawer with Touch Pad

Features
● 19" rackmount drawer meets the EIA RS-310C standard
● Integrated keyboard and designed touch pad for ease of   

 operation 
● Compact and slim-sized design with a 90-key layout (including 

touch pad) 
● High quality rubber-membrane key switch 
● Drawer standard color: black 
● Keyboard standard color: black (English only) 
● Rugged slide rail and USB cable for Keyboard & touch pad
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Ordering Information

Dimensions

AX7042KB 
(P/N : E207042117)

1U black color keyboard drawer with touch pad
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